FORD FOCUS MK4.5 2024 2.2L
UNICHIP INSTALLATION
INSTRUCTIONS

EQUIPMENT / TOOLS REQUIRED:
T10MM SOCKET | T30 TORQUES BIT | STANLEY BLADE |
INSTALLATION ETA:

30 - 45 MINS

DISCLAIMER:

PLEASE FAMILIARISE YOURSELF WITH
THESE INSTRUCTIONS BEFORE YOU COMMENCE WITH
THE INSTALLATION. IF YOU DO NOT HAVE THE
NECESSARY EQUIPMENT THAT WE'VE RECOMMENDED,
PLEASE DO NOT ATTEMPT TO INSTALL UNTIL YOU'VE
ACQUIRED THEM. FAILURE TO DO SO MAY RESULT IN
DAMAGING YOUR VEHICLE OR THE UNICHIP TUNING
PRODUCT ITSELF. PLEASE NOTE YOU WILL ALSO NEED
TO GAIN ACCESS TO THE BOTTOM OF THE CAR, MEANI
IT WILL NEED TO BE JACKED UP CORRECTLY WITH
CORRECT EQUIPMENT FOR ACCESS TO A SENSOR.

FAILURE TO FOLLOW THESE INSTRUCTIONS
CHRONOLOGICALLY / EXACTLY AS WRITTEN MAY
RESULT IN SERIOUS INJURY.

1.1 | PREPARING TO INSTALL.

GATHER THE NECESSARY EQUIPMENT / TOOLS
RECOMMENDED BY UNICHIP EUROPE:
(SEE TOP OF PAGE).

2.1 | DISCONNECTING YOUR BATTE

USING THE 1OMM SOCKET,

DISCONNECT THE NEGATIVE TERMINALS

OF YOUR RANGER'S BATTERY - LOCATED ON
THE TOP RIGHT HAND SIDE OF THE ENGINE
BAY. (FIGURE A)



3.1]| REMOVAL OF ENGINE COVER.

ON THE LEFT HAND SIDE OF THE ENGINE OVER THERE IS A TOMM
BOLT NUT THAT NEEDS TO BE REMOVED, ONCE REMOVED THEN

SIMPLY LIFT OFF FROM THE POPPERS THAT HOLD THE REST OF IT
DOWN. (SEE FIGURE A)

Figure A | Left engine cover, right battery negative

4.1 | ATTACHING UNICHIP MOUNTING BRACKET

WHEN RECEIVING YOUR KIT, YOU WILL FIND A BLACK BRACKET
AND THE UNICHIP AND SENT MODULE. YOU WILL NEED TO

USE THE 2 ALLEN HEAD SCREWS PROVIDED TO MOUNT THESE
TO THE BRACKET, AS SEEN IN FIGURE B. THE BRACKET WILL
THEN FIT TO THE LEFT SIDE OF THE BATTERY CLAMP ON TOP
OF THE EXISTING NUT SECURED WITH SUPPLIED NUT.

TO MAKE LIFE EASIER FOR RUNNING THE WIRES, IT IS ALSO
ADVISABLE TO REMOVE THE 2 TOMM BOLTS AND THE HOSE
CLAMP HOLDING THE INTAKE PIPE ON, AS YOU CAN LIFT T
UP TO GET THE HARNESS UNDERNEATH, AS SEEN IN
FIGURE C.






















